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Main Settlng page 5

Reference dimensions:

9 A Horizontal cut mark size

2mm black 2mm white 2mm black

1 B Space between image and

mark 4mm White

1 C Vertical mark

2mm black

1 D Space between image and side mark

>=1mm

1 E Space from media edge to vertical mark

>10mm <100mm
7 F Bleed

2mm on each side

1 G Slicer cutting position
Position where the vertical knives are adjusted

9 H Double cut

Adjustable in: MENU - Double cut setting
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Step & repeat from printer page 6

1 J Space between copies

O mm O 25mm

Side by side without line page 7

7 N Space between images

4mm

Side by side with line page 8
7 K Space between cutting

8mm

1 M Space between line and images

1mm
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Feeding
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Feeding
direction
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Feeding
direction
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Feeding
direction
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Please note:  below information  are provided by RIP or external
companies and included in this RIPs manual by Fotoba personnel
All the settings and value described below must to be considered
as purely indicative.

General Caldera settings

Version 8

Using Nest -O-Ba plugin  (suggested)

FHs4z

Cormposite Black

Default

1 From the Caldera IJP2000 driver controller, select the Placement tab
and thenthe Crop marks tab andthen Edit.
1 Check that Mark Color is set to Composite Black
1 On the Print tab, select X/Y and check all the following tabs as shown in
the picture (Nest -O-Ba plugin has to be installed )
1 Make sure that all four marks are enabled (next page)

General marks overview Pag.9



NOTE : the value on Number (green circle) is depending on how many
vertical knives you have

i Please check and set the Double mark and Single mark as following:
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In case Nest

-O-Ba plugin is not installed

1 The Nest-0O-Ba plugin enables the possibility to use Y/X layout.
1 Incase Nest -O-Bais notinstalled ,the only option that it is possible to

9 The Standard

layout will print the cut

it will only be possible to

use is Standard.
-marks only around the frame , so
send one row of pictures on each sheet.
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Version 11

Using Nest -O-Ba plugin

From the Caldera IJP2000 driver controller, select the
the Marks tab. Enable Trimmer

to Composite B

lack

Keep Ripped file

Print

Quit

On the Print tab, select X/Y and check

pixels

inches @ mm

and then Edit .

picture (Nest -O-Ba plugin has to be installed )
Make sure that all four marks are enabled.

/1

(suggested)

Placement

Crop marks +

M Trimmers
Fotoba
ration Default *
Annotations  +
Optical code Info +
Grommets +

Control Strip +

Mark Setup

Mark Color ure ck

Color bar

Print

Reset

tab and then

Check that Mark Colour is set

all the following tabs as shown in the
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NOTE :the value on Number (green circle) is depending on how many knives
you have

Print > e Mark Single Mark Cutte Xy v Single Mark Cutter

Enabie m..'
@Lett Right

Horizental Marks

Layout Algorithm
Digitrim Standard
Vertical Marks
One-Time Cut

gin Adjustment

I lumber

Right

ration Default * Y O ch ®mm

OK

Please check and set the Double mark and Single mark as following:

X/Y  DoubleMark  Sing

Total Thic 4.0 mm
4.0

14.0 mm

on : Default *
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In case Nest - O-Ba plugin is not installed

The Nest -O-Ba plugin enables the possibility to use Y/X layout.

In case Nest -O-Ba is not installed ,the only option that it is possible to use is
Standard

The Standard layout will print the cut  -marks only around the frame , so it will
only be possible to send one row of pictures on each sheet.

NOTE: The minimum suggested length of sheet that can b e processed by the
cutter is 700 mm

Cutting

Crop marks +

M Trimmers
Type Fotoba

Configuration Fotoba PW

Annotations +

Not possible to be

processed as there is no
horizontal cut-mark
between the rows

pixels () inches @ mm Print Reset Close
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1000

pixels () inches @ mm

@ Standard

Cutting
M Step & Repeat

Textile Contour

Full Auto @@ Manual () Page

S&R

Margins

2 Y pPages : 1 ' 2copies

+

4.00

¥ Make separated rows

This job can be processed
as it is longer than 700mm
and it is composed by only
one row

Print Reset Close
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General Onyx settings

1 Selecting the printer, click on Change .

1 On the placement menu select Fotoba,Dicuss or Flexa Cutter Marks

1 Following the suggested settings for the marks.

Settings for X/Y cutting

file Setup He

Oce €59360

) +P Desgnyet L25500 60 3551 [Oraret]

) P Desgryet 125500 60-2

Show Jobs For: Al Prnters.

JobsReadytoPmt  Stats

1M521 Oce Polymeric Viny White Gloss:
50 nch Rok

Fotab, Dicus or Flexa Cutter Marks
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Ful:
Length:

Copies
. 3551 [orage] 1
i : b Copyng kisttfag.pdf to C:|ONYX 10YWORK\OCE 59
opyng 5df o C: 35
3551 [oragt] auto wpeoba | | Sy A
3551 [oraeq] L 10pe00bid | Wottfag...
13621 Oce Polymeric Vi itite Glogs Grey 101011 [CMYC... 1 Qualty B riosdamscly -
13M521 Oce Polymeric Vinyl Vinite Goss Grey 101011 [CMK... L Qualty e It
12M621 Oce Polymeric iyl White Gioss Grey 101011 [CMK... & Qualty 0 CYSEPE C DT (I
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11/7/2013 0254
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0oy Queity Test Recydable P Desgry. e 1 10560088
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General Colorgate settings

1 Select the job

BE [« <F > «EAQTE=

Status Jobb Storrelse Raster Antall  Fils{

Status Jobb Starrelse Raster Antall  Fils{

« i 3

B ]
Status  Jobb Storrelse Raster Antall  Fil

» %1 Contoiner 10001410 Printer / Driver 1

» .54 102279,36 cm i am sailing pdf 81751043 Printer / Driver 1 300,
%5} 102x79,36 cm salteriet.pdf 817x1043 Printer / Driver 1 )
il 4t 10002700 Printer/ Driver 1
®.il 806567 cm - i am sailing pdf 823x680 Printer / Driver 1 22,
> 9.3l 80 x6567 cm - pd en benk pdf 823x680  Printer/ Driver 1
» %11 80x65,67 cm - Ravnkloa,pdf 823x680 Printer / Driver 1

> 9.7 81,62 cm fransk pf 83x63  Prnter/Diver 1 354,
28 51,62 cm wa skjecpd- 833x643  Printer/Drver 1 255
»#.:1J 81.62 cm swing paf 833x683  Prnter/Diver 1 250
%, Coop Kjokken hjem - 10002000 pat 500x250  Prnter/Driver 6 74,
» ol 3pdf 500 x350 Printer / Driver 10 o1

hg!ﬁ Pm Cmﬂ(JNmml_}.plf 703 x1004 Printer / Driver 4

ssfit_70x100cm. pdf

1 Open the job proprieties and click on cut marks setting

Pl
Swer bt Ka View Velgmulgheter Vinouw 1

l}funv\lﬂldl!iﬁ«ﬁﬁlu B-E-a? -
o8 L]

Status  Jobb

e

- B

Status  Jobb
» 98 Contaner

» 9.5 10217936 cm i am saing.pdf

» 904 1027936 cm sahtesiet pdf
>l spa

9.1l 80 6557 cm - i am sailing pdf
.’uﬂxﬁﬁ"m - pi en benk.pof
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1 Select the following settings

Cut M

Storrelse Raster Antall Fils‘

|

Poster_ Crossfit_70x100cm.pdf =

Arbeidsfiyt | Skriver | Jobb | Farvestyring | RIP |

EIE‘IIEB

10.pdf
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[ bruedeiet |
Cut Mark Style
Type: [Fomba VJ

Cut Mark Dimensions
Vertical
Distance (a): 0,00 4,00 4 '

Horizontal

Distance left/top (a, at): 0,00 [400 I ! 5
Distance ri (arfab): [ 0,00 4,00

Size (b):
Border (c):

6,00
0,00

6,00

[~"] Dimensions for all edges

Options
[¥]Print horizontal cutmarks (V] Print vertical cut marks
[¥]Print left cut marks [¥] Print top cut marks

[¥]Print right cut marks [¥] Print bottom cut marks

[TIsingle bar for vertical marks
[

| Caboe | [ e |
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General AVA settings

Start
Stop

Printer Settings...
Queue Settings...
Page Layout...

Crop Marks Layout...

Large Prints...

Colour Separation...
Colour Management...
Ink Consumption...
Shrinkage Compensation...

Select> Queue Menu > Crop Marks for Fotoba

006 0 (13000_8941 — HP Latex 3000

(,_i_‘r :-:I U ==

Print -Start Queue Delete Colour Separation Page Layout Queue Settings

Rul
=
Printer Settings

Job Name
(M Horizontal Crop Marks inside header and footer

™ Vertical Crop Marks inside head test strips

Style @ |_| O
Ink Setting: *3%0! [o—
. MTop {4 l mm
12 4
> || .
4 & &
| | l-l | | |..| |
r 1 A I | G ] L4 i ] L §
M Left 0 2 2 0 0 mm
MRight 2 | 2 | o 0 0 | mm
(¥ Bottom 4 1T e
.
5 ;
B ,'\"
> || ..
4 1]

[ Cancel | [OK |
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Below are the steps to setup two repeats of the same design ready to print
on the HP LX for the Fotoba to cut. It seems like a lot of steps, but when you
have done it a couple of times it's actually quite quick.

1. Open deign in AVA, set 1 to repeat and activate all layers, go, View > Set

Repeat, put in a 2 mm border across as seen below and click OK.
_ g L
Spacing
Across: 520 Border: 2 mm A
Down: 94.8 Border: ¢ cm A
Drop
7Down +] 1|0 m v
Set value to: - 1/4 1/3 1/2
Repeat

Number Across: 1

Number Down: 1

Frame

Frame First Repeat _

Cancel - OK:

2. Go, Edit > Select All.

3. Choose the Croptool , pressthe CTRL key clicking on the design, from the
contextual menu choose 'Set from Selection’, then (still with the CTRL key
pressed) click on the design and from the contextual menu choose 'Crop'.
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4. With the selection still on, press the CTRL key clicking on the design, from

the contextual menu choose 'Set from Selection' again, then double click the

Crop to bring up the Crop tool's Set d ialogue, add 4 mm to the width and click
OK.

5. Press the CTRL key clicking on the design, from the contextual menu
choose 'Crop', this will give you the following, 2 mm border each side of
the repeat and a 2 mm space on the right.

6. Go, Edit> Select > None.

7. Go, Edit > Step and Repeat, as below set 2 across and 1 down and click

OK.
IQIIllﬁllll1pllll1§llllmllllzpllllmllll$l —
Spacing
ACross: 52.6 | Cm +)
Down: 194.8 . cm v
Drop
‘Down |0 CE
Set value to: - 1/4 1/>3> [ | 1”/2
Repeat
Number Across: 2 Angle: 0o o
Number Down: Transparent
Cancel | OK |

8. Go, Edit > Select All, then Edit > Select Snap.
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9. With the Crop tool selected, press the CTRL key clicking on the design,
from the contextual menu choose 'Set from Selection’, then (still with the CTRL
key pressed) click on the design and from the contextual menu choose 'Crop’,
this is to remove the white space in the right. You should end up now with the
image below , two copies of the design, each with a 2 mm border either side
and a 2 mm gap in between the two repeats.

10. Go, Edit > Select > None (just to clear the selection).

NOTES

A The ' AVA Digital Prréqoiredc® m&Ks towne fightar@d d t he
the left of the two repeats, there should be no need to have cut marks in
the middle, the Fotoba only actually has one sensor.

A I'f you need a | arger gap in the middle of
point4 from4 mm to what you require.
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General Ergosoft settings

ErgoSoft AG
Moosgrabenstr. 13
CH-8595 Altnau, Switzerland

© 2010 ErgoSoft AG, All rights reserved.

The information contained in this manual is based on information available at the time of publication and is sub-
ject to change without notice. Accuracy and completeness are not warranted or guaranteed.

No part of this manual may be reproduced or transmitted in any form or by any means, including electronic me-
dium or machine-readable form, without the expressed written permission of ErgoSoft AG.

Brand or product names are trademarks of their respective holders.

The ErgoSoft RIP is available in different editions. Therefore the description of available features in this document
does not necessarily reflect the license details of your edition of the ErgoSoft RIP. For information on the features
included in your edition of the ErgoSoft RIPs refer to the ErgoSoft homepage or contact your dealer.

Rev. 1.1
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Introduction

The Fotoba cutters that are supported in the ErgoSoft RIP are not designed to be used for
contour cutting but for cutting images from a job using just horizontal and vertical cut lines.
This type of cutting needs some special preparation and configuration that are quite different
from the preparation and configuration needed for contour cutting.

The Fotoba Cut Marks function of the ErgoSoft RIP supports three different types of cut
mark configuration:

» Horizontal and vertical double lines around images needed e.g. for Fotoba Digitrim cut-
ters.

= Double lines above and below the images needed e.g. for Fotoba Rollcut cutters.

» Double lines above and below the images as well as one line along the job needed e.g. for
Fotoba XL... cutters.
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Configuring for Fotoba Digitrim Cutters

In order to activate the Fotoba cut marks in the job, the activation and configuration of the
marks must be done before the images are imported into the ErgoSoft RIP. Please note that
the setting cannot be changed for already imported images.

To configure Fotoba cut marks, [ 25

select menu Tools > Options > | =+

Preferences > Job > Extras.

In the section Fotoba, check

Print Cut Marks to activate
automatic printing of Fotoba cut
marks.

In the list Mode, select 4
strips.

Specify the thickness of the
different strip parts:

Outer White i

Outer White

* Prstermnion
4 Waan
Smage Farmar
e e
Inage ddd.
nage Ms g
rop
Ting
Bara Charealy
Ture
Cavae Kaphacemaent has
Cobae Raptacoment Cmt
PR E—
gt et
Poriangt PO
e

. Job
1ot Detam g
bew
o
Dvpiay

bt

Pavicnpt P08 Imeaprto
e aphotomcto

e IRertace eeterencey

Tua Maan L0 o

X Lorea Mode

Lot ving Meda Lee - e DCIem

Rk Ty

@ M Sov [E
Ovesicx AW
kvt e i e
Eacs
it e (. -
Dum whde 0100w Fromen Lot
s us«.-@ Lo Fige
o whue A TewiMa 000 W

©)

@ Specify the CMYK values for printing the black color of the “black” strips by clicking the
“...." button. By default, the black is mixed using black ink only. If needed, you can add
colored ink to get a darker, brighter black.

Import the image(s). The

needed strips are automati-
cally added to the images. Please
note that the Fotoba cut marks
cannot be used together with
print marks; print marks are au-
tomatically deactivated when
Fotoba cut marks are activated.
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Configuring for Fotoba Rollcut Cutters

In order to activate the Fotoba cut marks, the activation and configuration of the marks must
be done before the images are imported into the ErgoSoft RIP. Please note that the setting
cannot be changed for already imported images.

Basic settings
To configure Fotoba cut marks,

select menu Tools > Options >
Preferences > Job > Extras.

In the section Fotoba, check
Print Cut Marks to activate
automatic printing of Fotoba cut
marks.
lete LingMeda e - Ofer DOOem
In the list Mode, select 1
strip or 2 strips depending
on your printing workflow. The
different workflows are explained m’m;:t"-m P
below. @ O I O
NSl @ Toe®

Specify the thickness of the Hussmf S e Sem  Bee @

£ 230N o 3 severate dee

@ ophitom e

different strip parts: e tranions odbommcn

Outer White t

Outer White

Excess Right Excess Left
- 3

Use values Excess Left and Excess Right according to the figure above to configure an
automatic left and right margin to the image in order to consider the position of the
knifes cutting vertically (in the direction of media movement).

Specify the CMYK values for printing the black color of the “black” strips by clicking the
“..." button. By default, the black is mixed using black ink only. If needed, you can add
colored ink to get a darker, brighter black.
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Import the image(s). The needed strips are automatically added to the images. Please
note that the Fotoba cut marks cannot be used together with print marks; print marks
are automatically deactivated when Fotoba cut marks are activated.

Printing one Copy of a Job or Copies with Gap between the Copies

When one copy of a job or several copies of a job with a gap between the copies are printed,
each job must end with a Fotoba cut mark. Thus, you have to select 2 strips for Mode in the
configuration of the Fotoba cut marks (see point 3 in the chapter about basic settings).
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Printing several Copies of a Job without Gap

When selecting the without Gap function in the
Print dialog for printing more than one copy of a
job, the copies of the jobs are printed one below the
other without feeding the media at the end of a job.
This printing method requires that the Fotoba cut s e e BN
mark at the end of the job is not printed; otherwise [ 7o

there will be 2 Fotoba cut marks between two jobs.
Thus, you have to select 1 strip for Mode in the
configuration of the Fotoba cut marks (see point 3 in
the chapter about basic settings).

To automatically add the missing Fotoba cut mark at
the end of the printout we recommend using the
Maintenance Job function of the Print Client as
described in the next chapters. Please note that this
method requires that there is no media feed at the end of the job.

Please note that the availability of the without Gap function may depend on your licensed
package of the ErgoSoft RIP.

Creating the Maintenance Job

The maintenance job needs to add the missing Fotoba cut mark at the end of the “copies
without gap” printout. Thus, the job used for this purpose must hold the missing Fotoba cut
mark over complete media width.

@ Create a new job with the same settings for the Fotoba cut mark as for the “copies
without gap” job (1 strip for Mode) being selected.

@ Add a wide but low rectangle of any color (e.g. white). This rectangle can be created in

any image processing software and scaled (without keeping the proportions) to the
needed size. Or you can use the Add Job Element function and select Gradient Rectangle
to create this rectangle directly in the job.

Print this job to the Print Client with options
Keep Rip Data after Printing and Suspend
Printing being checked in the Print dialog.

Before manually starting the print process,

copy the spool file of this job (*.ppl) from the
spool folder of the used Print Client to another
folder so that it will not be removed when the job is
sent to the printer.
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Usshiigg the Melitenanee Jel

The usage of the Mainte 3 Job must be set up in the Pubee Clliewd in v
used.

@ Set the Priet Chew? to cifine
~ by clicking the offine icon.
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icon t¢ adc @

Click the Browse icon (..) o select & main-

job for adding and configuration.

hes been printed

fle fype OriaR CHent
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f@@fim@ j-c{@ configurai-
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|\. fre o e &
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ance job &fter sach job s g

Click OX to fini @‘fuidhy, onfigurat

i 2 @ﬂb‘ in iﬂr“wu@:
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